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ORDER FORM 
for selection (manufacturing) of curtain
_________________
_________________
_________________
_________________
_________________
_________________
_________________
_________________
__________________
__________________
__________________
__________________
_________/________
__________________
1. Curtain type:
2. Gate dimensions:
· width, m:
· height, m:
3. Number of equal size gates:
4. Curtain location:
above gates; sideways: one-side, two-side (underline as appropriate)
5. Temperatures of:
· ambient air, °C:
· indoor air, °С:
· air of jet end, °С:
6. Wind velocity, m/s:
7. Dimensional limits for curtain location:
· by height, m
· by inside width to the left, m
· by inside width to the right, m
8*. Aperture location in duct cross-section along the air flow direction (see figure): 
         right-hand, left-hand (underline as appropriate)
9*. Aperture location along the side of duct cross-section
        short (S), long (L)** (underline as appropriate)
10*. Heat carrier:
         water, steam, electricity (tubular electric heater), without heat carrier (underline as appropriate)
11*. Maximum allowed power of electrical air heater, kW:
12*. Water temperature (inlet, outlet), °С: 
         steam pressure, Pa
13. Customer (organization name):

14. Contact person, telephone:
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*) For ZVV only.
The following curtain version is possible on special order:
· with powder paint coating,
· with filter
**)In case of water air heater curtain location above gate E only.
Inside view
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